
INSTRUCTIONS

Remove Existing Toilet

StartStart
New Toilet 

Needed   

A01

Shut off water 

supply

Homeowner

Wrench

Plumber

A01

Shut off water 

supply

Homeowner

Wrench

Plumber

Main Water 

Supply Off   

A02

Flush toilet to 

drain water

A02

Flush toilet to 

drain water

A03

Disconnect water 

supply from tank 

base

Turn fitting counter clockwise

When unthreaded, gently pull down

Nylon or Brass fitting

Wrench

A03

Disconnect water 

supply from tank 

base

Turn fitting counter clockwise

When unthreaded, gently pull down

Nylon or Brass fitting

Wrench

Water Drained   

A04

Remove tie down 

nuts at toilet bowl 

base

Pry up caps

Remove nuts

Plastic Caps

Screwdriver

Tie Down Nuts

Wrench

A04

Remove tie down 

nuts at toilet bowl 

base

Pry up caps

Remove nuts

Plastic Caps

Screwdriver

Tie Down Nuts

Wrench

A05

Remove tank lid

Tank Lid

A05

Remove tank lid

Tank Lid

A06

Lift bowl to detach 

from floor

Keep bowl level to prevent spilling 
trapped water

A06

Lift bowl to detach 

from floor

Keep bowl level to prevent spilling 
trapped water

Tie down nuts 

removed   Lid removed   Toilet removed   B01B01

Water supply disconnected   
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Replace toilet
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A06A06

B01

Place seal around 

hole in bottom / 

outside of tank

Homeowner

Seal

Plumber

B01

Place seal around 

hole in bottom / 

outside of tank

Homeowner

Seal

Plumber

B02

Place tank on 

base

B02

Place tank on 

base

B03

Insert bolts 

through tank and 

base and tighten

Don't tighten too much or tank with 
crack

Wrench

B03

Insert bolts 

through tank and 

base and tighten

Don't tighten too much or tank with 
crack

Wrench

B04

Ensure flange is 

tight to floor

Remove old wax ring if necessary

Tighten or replace flange screws if 
necessary

B04

Ensure flange is 

tight to floor

Remove old wax ring if necessary

Tighten or replace flange screws if 
necessary

B05

Install flange bolts

Flange bolts

B05

Install flange bolts

Flange bolts

B06

Position wax ring 

on flange

B06

Position wax ring 

on flange

B07

Lower toilet onto 

flange

Seat by pushing down with one 
hand on each side of bowl

B07

Lower toilet onto 

flange

Seat by pushing down with one 
hand on each side of bowl

B08

Install washers 

and nuts

Hand tighten

Alternately tighten on each side of 
bowl

B08

Install washers 

and nuts

Hand tighten

Alternately tighten on each side of 
bowl

B09

Install caps

Caps

B09

Install caps

Caps

B10

Reconnect water 

line

Wrench

B10

Reconnect water 

line

Wrench

B11

Turn on water 

supply

B11

Turn on water 

supply

B12

Check for leaks

B12

Check for leaks
Leak from base   

EndEnd

Leak from tank   

Leak from water source   

Seal 

placed

Toilet 

Removed

Tank 

placed

Toilet  

assembled

Flange prepared

Flange 

bolts 

installed

Wax ring 

installed

Toilet 

lowered 

onto flange

Nuts installed and tightened

Caps 

installed

Water 

reconnected

Water 

supply 

turned on

No leaks 

detected

INSTRUCTIONS

Install Replacement Toilet
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